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g Requirements of ivi

Ne Test item q SR Test-vakie Indnvndfml

Standar conclusion
1 aluminium thickness average 2 0. 50mm average(. 50mm R4
K min. 2 0. 48mm min.0. 49mm o

5 film thickness average 2 25 pm Average28 pm ,
: min. 223 um min.27 um i 4
1.9
3. loss tolerance <10
s Gloss 29.0 P>
4. 5“'&"‘:“‘;'5‘“' > HB 21 pass
5. flexibility <2T 2T pass
- o class 0 class ()
6. coating adhesion g A pass
: Sl 4 @ 50kg * cmno depainting, no | 50kg + cm no depainting,
7. impact resistance - g pass
8. b(::l:;:{:;:fler no abnormity no abnormity pass
csistance
hydrochloric acid ace
9. resistance o changs w0 chenge i
10. | nitric acid resistance no abnormity AE< S no abnormity & E=0. 83 pass
11. |  alkali resistance no abnormity AE <2 no abnormity A E=0, 38 pass
12. oil resistance no change no change pass
i
'*'k(‘ 25L/um 8. 1L/ um pass
i':t 5 )
B
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15. pollute resistance <5% 4.4% pass
16. bending strength » 100MPa 137MPa pass
17. | bending elastic modulus 22, 0x10MPa 3.0 x 10°MPa pass
18.| penetrating resistance » 1. 0kN 10.0kN pass
19. shearing strength 222, 0MPy 31. OMPa pass
average » 130N - mm/mm average 156N - mm/mm
20. pod] girength min. 2 120N - mm/mm min. 144N + om/mm AT
O L T <4.00x107C" 1.25%107°C"" pass
22. |heat distortion temperature »295C 105C pass
decrease rate
of peel <10% 3% pass
strength
temperatu-
23.| recycle coating class 0 class 0 pess
resistance | adhesive class 1 class 1
appearance no change no change pass
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S:::):e Aluminium-plastic composite panel |  Test type Entrustment test
Entrusted | Taizhou Vbang Composite panel Biaua Li Fa
by Co., Ltd.
Manufactu | Taizhou Vbang Composite panel Sample
rer Co., Ltd. number
Date of : 4mm
produce Model/Size two coating layers
Date of October 31, 2012 Batch No. L1109298A01-1
accept
Sample oo Sample
ood condit 500X (mm) 6
A% good condition St 500 (mm) 6pcs
Test GB/T 17748-2008 { Aluminium-plastic composite panel for curtain wall}
standard
Test item Performance test (see page 2 and 3).
According to GB/T 17748-2008, all the are satisfied with
requirements of two- coating system.
Test
conclusion r 20,2012
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